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INDUSTRIAL FANS · GENERAL CATALOGUE

Characteristic curves

Q = Flow rate in m3/h, m3/s and cfm.		  Pe = Static pressure in mm H2O, Pa and inwg.

Impeller diameter (cm): 140	 Number of poles: 8 	 Number of blades: 6 

Absorbed power Recommended 
Motor Power 
kW (HP)

MVHGT   MVHGTX
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Characteristic curves

Q = Flow rate in m3/h, m3/s and cfm.		  Pe = Static pressure in mm H2O, Pa and inwg.

Impeller diameter (cm): 140	 Number of poles: 8	 Number of blades: 9 

Absorbed power Recommended 
Motor Power 
kW (HP)

MVHGT   MVHGTX
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INDUSTRIAL FANS · GENERAL CATALOGUE

Characteristic curves

Q = Flow rate in m3/h, m3/s and cfm.		  Pe = Static pressure in mm H2O, Pa and inwg.

Impeller diameter (cm): 160	 Number of poles: 6	 Number of blades: 6 

Absorbed power Recommended 
Motor Power 
kW (HP)

MVHGT   MVHGTX
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Characteristic curves

Q = Flow rate in m3/h, m3/s and cfm.		  Pe = Static pressure in mm H2O, Pa and inwg.

Impeller diameter (cm): 160	 Number of poles: 6	 Number of blades: 9 

Absorbed power Recommended 
Motor Power 
kW (HP)

MVHGT   MVHGTX
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INDUSTRIAL FANS · GENERAL CATALOGUE

Characteristic curves

Q = Flow rate in m3/h, m3/s and cfm.		  Pe = Static pressure in mm H2O, Pa and inwg.

Impeller diameter (cm): 160	 Number of poles: 8	 Number of blades: 6 

Absorbed power Recommended 
Motor Power 
kW (HP)

MVHGT   MVHGTX
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Characteristic curves

Q = Flow rate in m3/h, m3/s and cfm.		  Pe = Static pressure in mm H2O, Pa and inwg.

Impeller diameter (cm): 160	 Number of poles: 8	 Number of blades: 9 

Absorbed power Recommended 
Motor Power 
kW (HP)

MVHGT   MVHGTX


